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Ecoatech MicroMix™ Manifold

The Ecoatech MicroMix™ Manifold is the result of the necessity to provide a plural
component mixing platform that is both lightweight and user-friendly with the added
benefit of being an Australian designed and manufactured solution where quality build
materials and safety are paramount.

Centred around fast set plural component materials, where mixed residence time and
the importance of getting both components onto the substrate as soon as possible after
they are infroduced with each other, has been a crifical factor in design and
functionality.

Manufactured from a solid billet of high-grade anodised aluminium, boasting all stainless
steel components for both chemical resistance, corrosion protection and long service
life, the Ecoatech MicroMix™ Manifold may be used for a variety of plural component
coatings.

The injector options offer the ability to correctly balance pressures to prevent lead and
lag ratio inconsistencies and offer accurate and effective material integration.

The Ecoatech MicroMix™ Manifold is designed to be carried on person with the belt
hanger and adapter plate which allows the operator close control of both mixing and
flushing, enabling the mixed material whip hose to be kept to a minimum, thus
decreasing residence time and improving manoeuvrability.

The belt hanger features an easy to mount belt clip system, allowing the applicator to
both install and remove the hanger without having to remove their belt, as well as
offering free rotation of the manifold whilst it remains securely fastened.

To complete your MicroMix™ platform, Ecoatech offer several add on options, including:

Hose swivels (A, B and flush)

Non-Return inlet valves for both A and B materials (Recommended)
990mm Whip hose with Kevlar safety sleeve

S/S Gun mount Static mixer housing

Graco XHF Airless front entfry Spray gun

Seal and service kits

Additional Injectors in various sizes (2.5mm is standard)

Essential service and maintenance tools
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SPECIFICATIONS

Dimensions (Basic Manifold) 100mm x 110mm x 75mm

Weight (Basic Manifold) 690g approx

Weight (Fully Configured)

1070g approx

Max Working Pressure

3500Psi (Test Pressure 7000Psi)

Inlet Fittings

A/B-3/8" NPT/ Flush - %" NPT

Outlet fitting 3/8” NPT

Brisbane

4/29 Links Avenue,
Eagle Farm QLD 4009
+61 (0) 491 234 521
sales@ecoatech.com.au

Perth
Suite 4, 245 Churchill Avenue,
Subiaco WA 6008

+61 (0) 412 463 145
liz@ecoatech.com.au

www.ecoatech.com.au



